FLASHING LAP NOTE

LAP RAKE EDGE AND FASCIA 2" MINIMUM WITH 2 ROWS OF BUTYL SEALANT.

(RA) - ANGLE 10' X 18 GAGE

(SRA) - RAKE ANGLE
W/SLOTTED HOLES IN
BOTTOM LEG TO ALLOW
THERMAL MOVEMENT

ONE CONTINUOUS ROW OF
BUTYL TAPE ON BOTH SIDES

WOOD BLOCKING

(RE) - RAKE EDGE

/

1/4-14 X 7/8" DP1 LAP ZAC ZINC
CAP W/ EPDM WASHER @ 12" O.C.

ONE CONTINUOUS ROW OF
BUTYL TAPE ON BOTH SIDES

SHOULDER BOLT 24" O.C.

/ DL20 DMI PANEL SYSTEM
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1
|
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(CL) - CLEAT \ \
#10-13 GP PANCAKE zg%g%SHEATHlNG (MIN.
HEAD FASTENER 12" O.C. \
FULL DYNACLAD ULTRA HT %
WIND & WATER SEAL UNDERLAYMENT
TO EXTEND DOWN RAKE
EDGE 4” MIN. AND OVER THE TOP OF |
THE FASCIA WRAP AND NAILED INTO
FASCIA 6’ O.C.
WOOD BLOCKING / |
(FW) - FASCIA WRAP
Detail:
HYDROSTATIC RAKE EDGE DL20 04-01-WH
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