Maximum panel attachment fastener spacing is 24" O.C. All fasteners to penetrate wood 3/4" min. and metal framing 1/2" min.

Soffit to Wall Panel

Detail: HWPA12-V- 01-00

Issue/Rev Date: 01/17
Scale: 3"=1'-0"
MAXIMUM PANEL ATTACHMENT FASTENER SPACING IS 24" O.C. ALL FASTENERS TO PENETrATE WOOD 3/4" MIN. AND METAL FRAMING 1/2" MIN.

WALL PANEL W/ (EIFS SOFFIT)

DIMENSIONAL METALS, INC.
PROVEN   DEPENDABLE   SUSTAINABLE
METAL ENVELOPE SYSTEMS SINCE 1988
WWW.DMIMETALS.COM

Issue/Rev Date: 01/17
Scale: 3"=1'-0"
MAXIMUM PANEL ATTACHMENT FASTENER SPACING IS 24" O.C. ALL FASTENERS TO PENETRATE WOOD 3/4" MIN. AND METAL FRAMING 1/2" MIN.

DIMENSIONAL METALS, INC.
PROVEN   DEPENDABLE   SUSTAINABLE
METAL ENVELOPE SYSTEMS SINCE 1988
WWW.DMIMETALS.COM

WALL PANEL W/ (PANEL SOFFIT) Detail: HWPA12-V- 02-01

Issue/Rev Date: 01/17 Scale: 3"=1'-0"
MAXIMUM PANEL ATTACHMENT FASTENER SPACING IS 24" O.C. ALL FASTENERS TO PENETRATE WOOD 3/4" MIN. AND METAL FRAMING 1/2" MIN.

- WALL PANEL W/ SILL (AT BLOCK)
- METAL STUD FRAMING
- DMI HWPA12 PANEL
- HAT CHANNEL
- WOOD BLOCKING
- #10-13 GP PANCAKE HEAD FASTENERS 12" O.C.
- OPTIONAL INSIDE FOAM CLOSURE W/BUTYL SEALANT
- (SI) - SILL
- MASONRY

DIMENSIONAL METALS, INC.
PROVEN • DEPENDABLE • SUSTAINABLE • METAL ENVELOPE SYSTEMS SINCE 1988
WWW.DMIMETALS.COM

Issue/Rev Date: 01/17
Scale: 3"=1'-0"
MAXIMUM PANEL ATTACHMENT FASTENER SPACING IS 24" O.C. ALL FASTENERS TO PENE TRATE WOOD 3/4" MIN. AND METAL FRAMING 1/2" MIN.
MAXIMUM PANEL ATTACHMENT FASTENER SPACING IS 24" O.C. ALL FASTENERS TO PENETRATE WOOD 3/4" MIN. AND METAL FRAMING 1/2" MIN.
COPING WITH WOOD SUBSTRATE

CO - DYNACLAD SNAP-ON COPING
1-1/4" SS RING SHANK NAIL
#14-13 DP1 PANCAKE HEAD
FASTENER 12" O.C.
OUTSIDE FOAM CLOSURE WITH
BUTYL TAPE TOP AND BOTTOM

#9 X 1-1/2" SS SCREW WITH WASHER

WOOD BLOCKING

(JS) - CONCEALED
JOINT SPLICE

MEMBRANE ROOFING

1/2" MIN. PLYWOOD
SHEATHING

DMI HWPA12 PANEL

1/2" MIN. PLYWOOD
SHEATHING

APPROVED BUILDING WRAP

7"/8"
COPING WITH HAT CHANNEL

#9 X 1-1/2" SS SCREW WITH WASHER

(CO) - DYNACLAD SNAP-ON COPING
1-1/4" SS RING SHANK NAIL
#14-13 DP1 PANCAKE HEAD FASTENER 12" O.C.

OUTSIDE FOAM CLOSURE WITH BUTYL TAPE TOP AND BOTTOM

#10 X 1-1/2" SS SCREW WITH WASHER

(DM) - DYNACLAD SNAP-ON COPING
1-1/4" SS RING SHANK NAIL
#14-13 DP1 PANCAKE HEAD FASTENER 12" O.C.

OUTSIDE FOAM CLOSURE WITH BUTYL TAPE TOP AND BOTTOM

See DMI DYNACLAD EDGE INSTALLATION GUIDE FOR COMPLETE FASTENING AND INSTALLATION INFORMATION FOR ES-1 RATED SNAP-ON COPING

DIMENSIONAL METALS, INC.
PROVEN   DEPENDABLE   SUSTAINABLE
METAL ENVELOPE SYSTEMS SINCE 1988
WWW.DMIMETALS.COM

Issue/Rev Date: 01/17
Scale: 3"=1'-0"
PLYWOOD SHEATHING

#10-13 GP PANCAKE HEAD FASTENER 12" O.C.

MAXIMUM PANEL ATTACHMENT FASTENER SPACING IS 24" O.C. ALL FASTENERS TO PENETRATE WOOD 3/4" MIN. AND METAL FRAMING 1/2" MIN.

APPROVED BUILDING WRAP
DMI HWPA12 PANEL
OPTIONAL INSIDE FOAM CLOSURE W/BUTYL SEALANT
(SI) - SILL
(RG) - RAT GUARD (SLOPED)
POP RIVET 12" O.C.
ONE CONTINUOUS ROW OF BUTYL TAPE
(RW) - RAKE WALL
#10-13 GP PANCAKE HEAD FASTENER 12" O.C.
SET IN AND CAP WITH APPROVED SEALANT
DYNAMACLD AP SYNTHETIC UNDERLAYMENT
DYNAMACLD ULTRA HT WIND & WATER SEAL UNDERLAYMENT (EXTEND UP WALL 8" MIN.)
DMI ROOF PANEL
(JC) - J CLOSURE
(5/8" MIN.) PLYWOOD SHEATHING

RAKE WALL

DIMENSIONAL METALS, INC.
PROVEN • DEPENDABLE • SUSTAINABLE
METAL ENVELOPE SYSTEMS SINCE 1988
WWW.DMIMETALS.COM

Issue/Rev Date: 01/17
Scale: 3"=1'-0"
MAXIMUM PANEL ATTACHMENT FASTENER SPACING IS 24" O.C. ALL FASTENERS TO PENETRATE WOOD 3/4" MIN. AND METAL FRAMING 1/2" MIN.