
RIGID INSULATION (FASTEN
WITH 8 PLATES AND FASTENERS

PER 4' X 8' SHEET)

METAL DECKING

WOOD BLOCKING

FLASHING LAP NOTE
LAP APRON AND REGLET 2" MINIMUM WITH 2 ROWS OF BUTYL SEALANT.

3"

12" MAXIMUM

(AP) - APRON

BOX END OF PANEL AND INJECT
APPROVED SEALANT IN CORNERS

POP RIVET 8" O.C.
(ZC) - ZEE CLOSURE (SEE SHEET

FOR INSTALLATION INSTRUCTIONS)

DYNACLAD AP SYNTHETIC
UNDERLAYMENT

 (EXTEND UP WALL 8" MIN.)

TWO CONTINUOUS
ROWS OF BUTYL TAPE

FOUR #10-13 GP PANCAKE HEAD
FASTENERS PER PANEL MIN.

DMI IL20 PANEL CLIP AND 4 HOLE 18
GA. BEARING PLATE FASTENED 48"

O.C. MAX WITH 2#14-13 DP1 FASTENER
(1/2" MIN. PENETRATION INTO DECK)

IL20 DMI PANEL SYSTEM

INJECT APPROVED SEALANT
BETWEEN PANEL AND Z CLOSURE

(AC) - ANCHOR CLEAT

#9-15 X 1-1/2" SS FASTENER (4 PER
CLEAT)

MEMBRANE
#9-15 X 1-1/2" SS

FASTENER (4 PER
CLEAT)

1-1/4" SS RING
SHANK NAIL 12"

O.C.

3"=1'-0"
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