
SECTION "B"

SECTION "A"

CURB DETAIL INSTRUCTIONS

B

4'-0" WIDTH OR LESS

B

A

6" OVERLAP

EXTEND BACK 2" MIN. PAST EDGE OF
RAKE FLASHING

FIELD FOLD AROUND CLEAT

ANTI-SIPHON HEM

DMI PANEL SYSTEM

INJECT TWO ROWS OF APPROVED SEALANT
IN VERTICAL SEAM LEG

CLEAT FASTENED AT 6" O.C. SET IN TWO ROWS
OF BUTYL TAPE

APPROVED UNDERLAYMENT

BOX ENTIRE CURB WITH 36" OF SELF
ADHERED ICE AND WATER

UNDERLAYMENT

1'-0"

FIELD WRAP AROUND FLASHING

CURB VALLEY FLASHING

CURB CAP FLASHING

METAL CURB

CURB CAP FLASHING CURB APRON
POP RIVET 12" O.C.

DMI PANEL SYSTEM

INJECT APPROVED SEALANT
BETWEEN PANEL LEG AND Z CLOSURE

BOX END OF PANEL TO FULL LEG
HEIGHT AND INJECT APPROVED

SEALANT IN CORNERS

Z CLOSURE FASTENED 6" O.C. FOR RAKE EDGE
AND 4 FASTENERS PER PANEL FOR APRON.  SET

IN TWO ROWS OF BUTYL TAPE.

6" MIN. OPENING BETWEEN
CURB AND PANEL LEG
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ARCHITECTURAL CURB SL20 11-00-W
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