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MASONRY FASTENER @ 12" O.C.

(RWEJ) - RAKE WALL
EXPANSION JOINT

MASONRY

WEDGE SPACED 12" O.C.

CONTINUOUS NOVA FLEX SEALANT
(RC) - REGLET

COUNTERFLASHING

MASONRY WEEP THROUGH
WALL FLASHING

STAINLESS STEEL
CAVITY WALL FLASHING

TL25 DMI PANEL SYSTEM

SHOULDER BOLT 24" O.C.

(RA) - ANGLE

(SRA) - RAKE ANGLE W/
SLOTTED HOLES IN
BOTTOM LEG TO ALLOW
THERMAL MOVEMENT

1/4-14 X 7/8" DP1 LAP ZAC ZINC
CAP HEAD DRILL SCREW W/ EPDM

WASHER (FASTENED 8" O.C.)

ONE CONTINUOUS ROW OF BUTYL TAPE

FLASHING LAP NOTE
LAP EXPANSION JOINT AND J CLOSURE 2" MINIMUM WITH 2 ROWS OF BUTYL SEALANT.

FASTENER NOTE
ALL EXTERIOR FASTENERS ARE TO BE EITHER STAINLESS OR PLATED CARBON STEEL.

18 GA. BENT PLATE ATTACH  W/
#14-13 DP1 PANCAKE HEAD

FASTENER @ SUPPORT

PURLIN
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Detail:HYDROSTATIC RAKE
WALL EXPANSION JOINT TL25 08-01-PH
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