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DIMENSIONAL METALS; INC.

WALL PANEL MITERED CORNERS

\

WALL PANEL ACCESSORIES

WALL PANEL MITERED CORNERS Our Mitered Corners are factory formed panels cut to job specific
requirements. The corners are assembled using an structural adhesive and structural reinforcing.

Our factory formed mitered corners maintain the continuous dimensional and shadow lines for the entire envelope
of your building. The perfect touch for that clean finished look to your wall system.

PRODUCT AVAILABILITY Available for our Horizontall Wall Panel and 7.2 Panel Systems.

For technical assistance call 800.828.1510 or visit our website at www.dmimetals.com



WALL PANEL MITER SUBMITTAL
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‘ DIMENSIONAL METALS; INC.

PROJECT NAME:

ARCHITECT:
INSTALLING CONTRACTOR:
GENERAL CONTRACTOR:
SPECIFICATION SECTION:
O HWPAI6 OHWPFI6 QOHWPBI2
O HWPCI6 OHWPGI6 OHWPCI2
O HWPDI6 OHWPHI6 OHWPHI2
OHWPEI 6 OHWPAI2 OWwWPT2
DynaClad® STOCKED AT DMI SUBSTRATE
Standard Colors 24 GAGE 22 GAGE 032ALUM. | .040ALUM. | .050 ALUM. 063 ALUM. O 24 GA. GALVALUME O 16 OL. COPPER
(IN ALPHABETICAL ORDER) GALVALUME GALVALUME 3105 H14 3105 H14 3105 H14 3105 H14 O 2 GA GALVALUME O 20 OZ COPPER
AGED COPPER* ° ° O 120 6A 690 (O 24 GA. (71 RHEINZINK ®
e : - - e O 032 ALUMINUM O 22 GA. (smw) RHEINZINK=
BROWN D . ° O 040 ALUMINUM (20 GA. (1o RHEINZINK®
BURGUNDY ° ° O 050 ALUMINUM
CHAMPAGNE* [J °
CHARCOAL GREY [ ] [ [ ]
CLASSIC BRONZE ° ° ° EMBOSSED
COBALT BLUE ° ° O s
COLONIAL RED L4 [ L4
DARK BRONZE Ld Ld [ L4 [d [ Consult DMI for minimum quantities, upcharges, set up fees and extended lead times
DOVE GREY o o o STANDARD FINISHES (NA ON COPPER)
EVERGREEN o 2 ud DYNACLAD® PVDF:
HARTFORD GREEN [J ° R
HEMLOCK GREEN ° ° ACRYLIC COATED GALVALUME (ACRYLUME )
LEAF GREEN ° ° MILL FINISH ALUMINUM
MATTE BLACK ° ° ° CLEAR ANODIZED ALUMINUM
METALLIC COPPER* [d [d PREPATINA BLUE-GREY
METALLIC SILVER* hd ° PREPATINA GRAPHITE-GREY
MUSKET GREY [ ] ) [ ]
PATIA LOFPER : R : : R PREMIUM FINISHES*
ROVAL BLUE . r * DYNACLAD®METALLIC PYOF: [
SANDSTONE ° ° ° ° ° DYNACLAD®BRITE RED PVDF
SEAPORT D ° D DYNACLAD®STANDARD COLOR PVDF W/CLEARCOAT (3-coam:[—_— |
SLATE BLUE ° ° DYNACLAD®METALLIC COLOR PVDF W/CLEARCOAT (3-COAD—___ |
SLATE GREY hd hd hd hd CUSTOM COLOR:[ |
SPAR;’?{%‘EEONZE : : : *Premium Colors subject to minimum quantities, extended lead times and upcharges. Consult DMI for details.
TERRA COTTA ° [ WARRANTY
WEATHERED ZINC* S R : R R R [] DYNACLAD®PAINT FINISH
— Fm‘j’:’:&i — < < ° ° [] GALVALUME 20 YEAR - 6 MONTH (SUBSTRATE
ACRYLUVED o o [ WALL PANEL WEATHERTIGHTNESS i |
CLEAR ANODIZED Y ® *Warranties not available for Rhenzink ®

Non-Stock colors available subject to minimum quantities, additional lead times and upcharges.
* Denotes Premium Color - subject to additional costs.

Dimensional Metals, Inc. has specialized in the manufacturing of Architectural Metal Panel Systems and Fabricated Architectural Sheet Metal for the
construction industry since [988. We use the most technologically advanced Fixed Base Roll-Forming Equipment to deliver complete in-
house quality control over the manufacture of our products.
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